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Features

Pattern Options

Specifications:

Pallet Info:

Size: 18”x 12”
Thickness: 0.5 ~ 0.75 inch
Weight per stone: 11 lbs

66 tiles per pallet
99 square foot per pallet

726 lbs per pallet

Slate Finish

Available in your area from:

• Natural looking texture made to resemble slate. 	
	 Perfect for full wall systems or above a wainscot.

• Superior compressive strength with color 
	 throughout each piece.

• Mortarless system, mechanically fastened to wall.

• Built in 1/2 inch airpsace deflects and vents 
	 moisture preventing dry rot, mold, and mildew.

www.CastiaStone.com

Color options based  
on producer. Custom colors  

also available.

Profile

Staggered Pattern Stacked Pattern

10 

The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 

Outside 
Corner 

Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 

C 

Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 

Outside 
Corner 

Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 

C 

Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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Flame Cut
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Features

Pattern Options

Specifications:

Pallet Info:

Size: 18”x 12”
Thickness: 0.5 ~ 0.75 inch
Weight per stone: 11 lbs

66 tiles per pallet
99 square foot per pallet

726 lbs per pallet

Available in your area from:

• Mirrors the look of traditional flame cut stone. 
	 Providing a premium finish and feel unlike any  
	 other product, natural or synthetic.

• Superior compressive strength with color 
	 throughout each piece.

• Mortarless system, mechanically fastened to wall.

• Built in 1/2 inch airpsace deflects and vents 
	 moisture preventing dry rot, mold, and mildew.

Color options based  
on producer. Custom colors  

also available.

Profile

Flame Cut
www.CastiaStone.com

Staggered Pattern Stacked Pattern
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The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 

Outside 
Corner 

Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 

C 

Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 

Outside 
Corner 

Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 

C 

Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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Chiseled Finish
www.CastiaStone.com



Pattern Options

Specifications:

Pallet Info:

Size: 18”x 12”
Thickness: 0.75 ~ 1.5 inch
Weight per stone: 11 lbs

50 tiles per pallet
75 square foot per pallet

550 lbs per pallet

Available in your area from:

• Comes in Random or Classic Chiseled. Random 
	 Chiseled is made up of 8 different pieces and has  
	 a harder edged texture. Classic Chiseled is made  
	 up of 4 sizes for a more uniform, softer look.

• Superior compressive strength with color 
	 throughout each piece.

• Mortarless system, mechanically fastened to wall.

• Built in 1/2 inch airpsace deflects and vents 
	 moisture preventing dry rot, mold, and mildew.

Color options based  
on producer. Custom colors  

also available.

Random PatternClassic Pattern

Chiseled
www.CastiaStone.com

FeaturesProfile

Classic Random
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Flat Finish
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Pattern Options

Specifications:

Pallet Info:

Size: 18”x 12”
Thickness: 0.5 ~ 0.75 inch
Weight per stone: 11 lbs

66 tiles per pallet
99 square foot per pallet

726 lbs per pallet

Available in your area from:

• One of the most versatile product lines, its smooth 
	 surface is perfect for commercial applications and  
	 contemporary architecture, creating a modern  
	 look. Pair with a texture for high visual impact.

• Superior compressive strength with color 
	 throughout each piece.

• Mortarless system, mechanically fastened to wall.

• Built in 1/2 inch airpsace deflects and vents 
	 moisture preventing dry rot, mold, and mildew.

Color options based  
on producer. Custom colors  

also available.

Staggered Pattern Stacked Pattern

FeaturesProfile

Flat Finish
www.CastiaStone.com
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The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 

Outside 
Corner 

Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 

C 

Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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The Castia Stone™ cladding system should be installed after the moldings have been installed. The clad-
ding will butt up to the moldings. All of the cladding will be installed per the supplied plans. Keep in mind 
the elevations may be slightly different at construction.  Start at the bottom working your way up the wall 
per the plans.  The layout may be important depending on the type of product that is being installed. 
 
 
 
  RANDOM PATTERN  CLASSIC PATTERN 

 
 

INCORRECT CORRECT 

Short pieces  
at the end of  
the wall. 

Move the pattern 
to the right 4”. 

Nice large end 
pieces that are 
much easier to 
install. 

Top View 
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Top View 

Outside 
Corner Tile 

Usually you can start your pattern on the outside 
corner (A) with a full tile and finish at the inside 
corner (B) with a cut tile.  Your second row (C) 
will start with half of a full tile (9” long). 
Make sure that cut edge is at seam of next tile 
and not on exterior corner. 

Top View 

Tile 

A B 
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Chiseled Stone 
Cladding 
 
The layout on chis-
eled stone is a ran-
dom pattern. Tiles 
should be installed 
similar to the order 
that they are pack-
aged, otherwise you 
may end up with all 
of one size towards 
the end of the job. 

Slate Cladding 
The layout on the 
Slate Tile is a specific 
pattern. All of the 
pieces should be 
installed at 9” on 
center above the 
other one. When 
installing a wall make 
sure that you meas-
ure out that wall so 
that your 1st or 2nd 
row does not end 
with a very short 
piece. If this hap-
pens,  move your 
layout to the right or 
left approximately 4” 
and start there. Al-
ways start from the 
center bottom.  

The figure above shows the layout on an outside 
wall with two outside corners. 

Installing the Cladding 

Follow the same guidelines for a stacked pattern as 
the staggered pattern making sure to position the 
tiles to create equal lengths at the edges. 
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Accessories
www.CastiaStone.com

Available in your area from:

Castia Stone has a large selection of window and door trim  
moldings in both classic and rectilinear designs. We provide a wide 
array of accessories designed to reflect old-world elegance. Complete 
and polish your custom look with:

Arch Moldings
Bases

Blocks
Capitals

Caps

Corbels 
Corners
Cornices

Flutes
Keystones

Plinths
Quoins

Sills
Stretchers

Molding #1

Keystones

Molding #2

CorbelsCaps

Window Sills

Accessory Blocks


